
 Bench

Bretaña
UM374

Bretaña B
UM374B

Recycled Polymers
UM374PRH

Technical Wood
UM374MTP

Bench with ductile iron legs treated with Ferrus, a protective process that guarantees high resistance to corrosion. The Bretaña Bench can be
supplied in FSC wood

Ref. A B H H1

UM374 1800 630 770 445

UM374B 1800 500 - 445

Maintenance guide | Project sheet | CAD | Catalogue | 3D | Mounting instructions | BIM | HD image
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https://www.benito.com/en/site-furnishing/benches/bretana-b--UM374B.html
https://www.benito.com/en/site-furnishing/benches/bretana-b--UM374B.html
https://www.benito.com/en/site-furnishing/benches/bretana-b--UM374B.html
https://www.benito.com/en/site-furnishing/benches/recycled-polymers--UM374PRH.html
https://www.benito.com/en/site-furnishing/benches/recycled-polymers--UM374PRH.html
https://www.benito.com/en/site-furnishing/benches/recycled-polymers--UM374PRH.html
https://www.benito.com/en/site-furnishing/benches/technical-wood--UM374MTP.html
https://www.benito.com/en/site-furnishing/benches/technical-wood--UM374MTP.html
https://www.benito.com/en/site-furnishing/benches/technical-wood--UM374MTP.html
https://benito.com/en/download/BENITO_UM374_HM.pdf
https://benito.com/en/download/BENITO_UM374_FP.dwg
https://benito.com/en/download/BENITO_UM374_FP.dwg-DWG
https://benito.com/en/download/BENITO_cat-urban
https://benito.com/en/download/BENITO_cat-urban
https://www2.benito.prv/877b2475-9204-4318-af2a-e6b8dee55892
https://benito.com/en/download/BENITO_UM374-MU
https://benito.com/en/download/BENITO_UM374-MU
https://benito.com/en/download/BENITO_bim-Banco-Bretana
https://benito.com/en/download/BENITO_bim-Banco-Bretana
https://benito.com/img/productes/imgProducte/um374.png


The Ferrus treatment consists of three layers applied after shot cleaning all impurities: an electrolytic bath, an epoxy coating and a forge black
polyester paint coating.
Four 110 x 35 mm tropical wood boards treated with Lignus, a fungicide, insecticide and waterproof agent. Mahogany colour finish.
Stainless steel screws.
Recommended anchoring: by means of M10 expansion bolts depending on the surface and the project.
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