
 Bollard

Bar
H214VA

Maia
H214ZR

Bollard made of polyurethane with stainless steel base plate. Absorbs any impact of vehicles and recovers verticality at 100%. Exceeds a flexion
of 1500 cycles at 45º and 50 cycles at 90º, without damage.
Class "E" in terms of fire behaviour accoding to the UNE-EN 13501-1:2007+A1:2010 standard.
Resistant to -50º according to the UNE ISO 812 standard.

Ref. Ø A B H

H414VA 80 160 870

Catalogue | BIM | HD image
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https://www.benito.com/en/site-furnishing/flexible-bollards/maia--H214ZR.html
https://www.benito.com/en/site-furnishing/flexible-bollards/maia--H214ZR.html
https://www.benito.com/en/site-furnishing/flexible-bollards/maia--H214ZR.html
https://benito.com/en/download/BENITO_cat-urban
https://benito.com/en/download/BENITO_cat-urban
https://benito.com/en/download/BENITO_bim-Pilona-BAR-atornillable-H414VA-80mm
https://benito.com/en/download/BENITO_bim-Pilona-BAR-atornillable-H414VA-80mm
https://benito.com/img/productes/imgProducte/H214AV_14001.png


Polyurethane finish, yellow colour. Without maintenance.
Recommended anchoring: by means of four M8 expansion bolts.
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