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Producte Descripció

JCIR06 Bar Walk
Estructura, fusta laminada: fusta de pi escandinau laminat i amb tractament autoclau (classe IV).
Acabat amb dues capes de lasur. En el cas d’estar sotmesa a condicions meteorològiques variables, la
fusta laminada pot presentar petites esquerdes que no redueixen en cap cas la seva durabilitat.

Fitxa Tècnica    Certificat   

JCIR03 Wall Bars

Fitxa Tècnica    Certificat   

JCIR04 Push up Bars

Fitxa Tècnica    Certificat   

JCIR02 Abdominal

Fitxa Tècnica    Certificat   

JCIR05 Lower Back
Estructura, fusta laminada: fusta de pi escandinau laminat i amb tractament autoclau (classe IV).
Acabat amb dues capes de lasur. En el cas d’estar sotmesa a condicions meteorològiques variables, la
fusta laminada pot presentar petites esquerdes que no redueixen en cap cas la seva durabilitat.

Fitxa Tècnica    Certificat   

https://benito.com/ca/download/BENITO_data-sheet-JCIR06
https://benito.com/ca/download/BENITO_certificat-cert-en16630-0008
https://benito.com/ca/download/BENITO_data-sheet-JCIR03
https://benito.com/ca/download/BENITO_certificat-cert-en16630-0008
https://benito.com/ca/download/BENITO_data-sheet-JCIR04
https://benito.com/ca/download/BENITO_certificat-cert-en16630-0008
https://benito.com/ca/download/BENITO_data-sheet-JCIR02
https://benito.com/ca/download/BENITO_certificat-cert-en16630-0008
https://benito.com/ca/download/BENITO_data-sheet-JCIR05
https://benito.com/ca/download/BENITO_certificat-cert-en16630-0008

